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Toyota Hilux N80 (GUN126R) Provent 200 Installation Guide 
 
This document is to be used as a guide for the installation of the Direction-Plus™ Hilux N80 ProVent® 200 Crankcase 
Ventilation Kit to a 2015+ Toyota Hilux 2.8L Diesel.  It is recommended that the installation of the product be carried 
out by a competent qualified mechanic. 
 

Important Before Starting 
 
• Ensure you have the correct tools to complete the fitment  
• Read the instructions in full and familiarize yourself with the installation, before commencing any work 

Included in the kit 
 

1 x Mann + Hummel Provent 200 
1 x Mounting Bracket 
1 x 450mm of 16mm Hose 
1 x 250mm of 16mm Hose 
2 x 16mm Straight Joiners 
2 x 16mm to 25mm Hose Coupler 
4 x 16mm hose Spring Clamps 
2 x 25mm hose Spring Clamps 
8 x Cable Ties 
2 x M8x25 Bolts 
4 x M8 Flat Washers 
2 x M8 Stainless Steel Nuts 
1 x 1000mm of 12mm Hose 
1x Drain Tap Assembly 
2 x 12-20mm Hose Clamps 
 
*Kit contents are subject to change based on component availability  
and/or refinement  

Installation Guide 
 

1. Begin by removing the engine cover to give access to the crankcase bypass hose in the front driver’s corner.  

Approximate mounting location 
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Hilux N80 Engine Bay – Overall View 
 

2. Locate the factory bypass hose which runs from the front driver’s side of the valve cover to the air inlet pipe 
before the turbo charger.  It has a white/grey heat shield around it.  Once located, this hose needs to be 
removed.  We also recommend removing the heat shield to be reused on the new return hose. 

 
3. Remove the two M8 nuts from the front mount for the ABS module.  Fit the new bracket on the studs and 

then reinstall the nuts and torque up.   

 
Image shows area behind the air box, highlighting new ProVent bracket location 

 

ProVent kit mounts 
between the airbox 
and the ABS module 

Bypass hose is here 

Mounting hole locations 
for new ProVent Bracket 
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4. Connect the 12mm (1/2”) Hose to the underside of the catch can body, using a 12-20mm Clamp to secure it 
in place. 
 
 
 

 
Provent 200 with 12mm hose connected and secured with 12-20mm clamp 

 
5. With a flat washer on each of the M8x25mm bolts, mount the ProVent 200 to the mounting bracket.  Use a 

flat washer, spring washer and nut to secure the bolts on the other side.  
 

 
Pre-assembled Provent 200 with bracket – Please note ProVent rotation in this image is correct, check the last page of this 

instruction for details for how to adjust the rotation. 
 

Hose from Engine 
250mm Long 

Hose to Air Intake 
450mm Long 

Connect 12mm 
Drain Hose Here 
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6. Feed the 12mm Hose down the side of the engine bay, under the vehicle to an out of the way location, 
making sure it is clear of any suspension, driveline and exhaust components, fit the Tap hose tail into the 
hose and secure with a clamp.  
 

 
Hose tail and tap assembly inserted into 12mm hose, hose clamp not required 

 
7. Use the supplied cable ties to secure the 12mm hose into the location required under the vehicle to prevent 

movement.  Note: Leave a slight amount of slack in the line where the body and chassis join to prevent 
stretching the hose. 

 
8. Make sure the tap position is closed and avoid placing the tap in a location in which it will fill with dirt and 

mud. 
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Left image – Tap Open.  Right image – Tap Closed. 
 

9. Mount one end of the 450mm long 16mm (5/8”) hose to the lower 16mm (5/8”) straight joiner fitting on the 
ProVent 200.  Install the heat shield to this new hose you removed from the stock hose in step 2. 
 

10. Mount the other end of the same 450mm long 16mm (5/8”) hose to the vacant air intake port. 
 

11. Mount one end of the 250mm 16mm (5/8”) hose to the upper 16mm (5/8”) straight joiner fitting on the 
ProVent 200.  

 
12. Mount the other end of the 250mm 16mm (5/8”) hose to the vacant port on the valve cover.  

 

 
Hose configuration on Hilux N80 with ProVent 200 installed 

 

16mm (5/8”) Supply hose to top port 
on ProVent 200, from top of valve 
cover 

16mm (5/8”) Return hose to air 
intake, from lower port on 
ProVent 200.  Note: has factory 
heat shield on hose and clipped 
into factory retaining clip. 
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End of Installation Guide 
 

16mm Return Hose to Air Intake 

16mm Supply Hose from Engine 
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